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AIUB8502 
(50)

30 UC 0.17 22 16.8 12.6 10.1 8.4 7.2 6.3 11.2 8.4 6.7 5.6 4.8 4.2

40 XC 0.20 26 19.8 14.9 11.9 9.9 8.5 7.4 13.2 9.9 7.9 6.6 5.7 5.0

50 XC 0.22 28 22 16.3 13.1 10.9 9.3 8.2 14.5 10.9 8.7 7.3 6.2 5.4

60 VC 0.24 31 24 17.8 14.3 11.9 10.2 8.9 15.8 11.9 9.5 7.9 6.8 5.9

70 VC 0.26 33 26 19.3 15.4 12.9 11.0 9.7 17.2 12.9 10.3 8.6 7.4 6.4

80 VC 0.28 36 28 21 16.6 13.9 11.9 10.4 18.5 13.9 11.1 9.2 7.9 6.9

90 VC 0.30 38 30 22 17.8 14.9 12.7 11.1 19.8 14.9 11.9 9.9 8.5 7.4

100 C 0.32 41 32 24 19.0 15.8 13.6 11.9 21 15.8 12.7 10.6 9.1 7.9

AIUB85025 
(50)

30 UC 0.22 28 22 16.3 13.1 10.9 9.3 8.2 14.5 10.9 8.7 7.3 6.2 5.4

40 XC 0.25 32 25 18.6 14.9 12.4 10.6 9.3 16.5 12.4 9.9 8.3 7.1 6.2

50 XC 0.28 36 28 21 16.6 13.9 11.9 10.4 18.5 13.9 11.1 9.2 7.9 6.9

60 XC 0.31 40 31 23 18.4 15.3 13.2 11.5 20 15.3 12.3 10.2 8.8 7.7

70 VC 0.33 42 33 25 19.6 16.3 14.0 12.3 22 16.3 13.1 10.9 9.3 8.2

80 VC 0.35 45 35 26 21 17.3 14.9 13.0 23 17.3 13.9 11.6 9.9 8.7

90 VC 0.38 49 38 28 23 18.8 16.1 14.1 25 18.8 15.0 12.5 10.7 9.4

100 C 0.40 51 40 30 24 19.8 17.0 14.9 26 19.8 15.8 13.2 11.3 9.9

AIUB8503 
(50)

30 UC 0.26 33 26 19.3 15.4 12.9 11.0 9.7 17.2 12.9 10.3 8.6 7.4 6.4

40 XC 0.30 38 30 22 17.8 14.9 12.7 11.1 19.8 14.9 11.9 9.9 8.5 7.4

50 XC 0.34 44 34 25 20 16.8 14.4 12.6 22 16.8 13.5 11.2 9.6 8.4

60 XC 0.37 47 37 27 22 18.3 15.7 13.7 24 18.3 14.7 12.2 10.5 9.2

70 VC 0.40 51 40 30 24 19.8 17.0 14.9 26 19.8 15.8 13.2 11.3 9.9

80 VC 0.42 54 42 31 25 21 17.8 15.6 28 21 16.6 13.9 11.9 10.4

90 VC 0.45 58 45 33 27 22 19.1 16.7 30 22 17.8 14.9 12.7 11.1

100 C 0.47 60 47 35 28 23 19.9 17.4 31 23 18.6 15.5 13.3 11.6

AIUB8504 
(50)

30 UC 0.35 45 35 26 21 17.3 14.9 13.0 23 17.3 13.9 11.6 9.9 8.7

40 XC 0.40 51 40 30 24 19.8 17.0 14.9 26 19.8 15.8 13.2 11.3 9.9

50 XC 0.45 58 45 33 27 22 19.1 16.7 30 22 17.8 14.9 12.7 11.1

60 XC 0.49 63 49 36 29 24 21 18.2 32 24 19.4 16.2 13.9 12.1

70 VC 0.53 68 52 39 31 26 22 19.7 35 26 21 17.5 15.0 13.1

80 VC 0.57 73 56 42 34 28 24 21 38 28 23 18.8 16.1 14.1

90 VC 0.60 77 59 45 36 30 25 22 40 30 24 19.8 17.0 14.9

100 C 0.63 81 62 47 37 31 27 23 42 31 25 21 17.8 15.6

Note: Due to the pre-orifice design,  
this tip is not compatible with the  
4193A check valve.

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C). 
See pages 136–157 for drop size classification, useful formulas and other information.

n  Underleaf  
banding of 
pesticides or  
liquid fertilizers.

Typical Applications:

How to order: 
Specify tip number.  

Example:
 AIUB85025-VS –  Stainless Steel with  

VisiFlo® color-coding

Air Induction Underleaf 
Banding Spray Tip
n  Larger droplets for less drift.

n  Off-center spray pattern with flat  
spray characteristics.

n  Underleaf banding of pesticides  
or liquid fertilizers.

n  Used at the end of the spray boom  
around the perimeter of the field to  
protect sensitive areas.

n  Spraying pressure of 30–115 PSI (2–8 bar).

n  Can be used with 25598-*-NYR  
Quick TeeJet® cap. See page 64  
for more information.
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