
PERFORMANCE CHART DIMENSIONS

GE-100-A
Suction 1-1/4”  Discharge 1”

Maximum Pressure 50 PSI and
Maximum Flow 65 GPM

Impeller attaches directly to 5/8” NF
Threaded Shaft on Honda or Briggs &
Stratton 3 to 5.5 HP engine

Stainless Steel Shaft Sleeve

Available Complete or Less Engine:

GE-100-A 3.5 HP Briggs

GE-100-A LE Pump less engine

Gas Engine Driven
Centrifugal Pump

Note:  Dimensions may vary depending on make and size of
engine.  Use only for Reference

ENIGNE 02 03 04 05

TFAHS ISP ISP ISP ISP

*DEEPS MPG MPG MPG MPG

MPR0093 35 54 03 01

MPR0063 05 24 82 -

MPR0043 84 04 02 -

* Engine shaft speed at shut-off.
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* Items included in pump repair kit.
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#.FER #TRAP #PDE NOITPIRCSED .QER
1 35-CAB 01114 TPN"8/1,gulpepiP 4
1 02114 02114 )lanoitpo(leetssselniats,TPN"8/1,gulpepiP 4
2 01-CA5 00103 noritsac,"1x"4/1-1,etuloV 1
3 A-62-EG 16124 daerht"8/5dnahthgir,noritsac,rellepmI 1
*4 A-V-8-EG 23124 notiV,eveelstfahs,gnir-O 1

5 A-SS-6-EG 50124 leetssselniats,tfahsDO"1rofeveelS 1
*6 V-7-EG 02124 notiV,laeslacinahcem6epyT"1,laeS 1
*7 04013 04013 eloh4,etulov,teksaG 1

8 A-9-EG 15124 noritsac,tekcarB 1
9 06-EG 03224 "4/3xFN"61/5,wercspaC 4
9 SS-06-EG 53224 )lanoitpo(leetssselniats,"4/3xFN"61/5,wercspaC 4
01 45-EG 02224 regnilS 1
11 05904 05904 "4/3xCN"8/3,wercspaC 4
11 03904 03904 )lanoitpo(leetssselniats,"4/3xCN"8/3,wercspaC 4

# A-1-EG 06024 nottartS&sggirB,enigneenilosagPH2/1-3 1
# 2-EG 07024 )lanoitpo(eldnaH 1
# 3-EG 08024 )lanoitpo(esableetS 1
# 26-EG 05224 esabotenigne,"2/1-1xCN"61/5,wercspaC 4
# 07224 07224 esabotenigne,xehCN"61/5,tuN 4
# A-001-EG-KR 55806 A-001-EGroftikriapeR #


