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� Suction 2-1/2”  Discharge 2”

� Maximum Pressure 145 PSI and Maxi-
mum Flow 280 GPM

� Impeller attaches directly to 1”-14 NF
threaded shaft on Honda or Briggs &
Stratton engine 16 to 20 HP

� Standard Electric Start Engine

� Stainless Steel Shaft Sleeve with
double “O” ring leak protection

� Available Complete or Less Engine

GE-1600 16 HP Briggs
No fuel tank included

GE-1600 LE Pump less engine
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Note:  Dimensions may vary depending on make and size of
engine.  Use only for Reference

* Engine shaft speed at shut-off.

ENIGNE 02 04 06 08 001 021

TFAHS ISP ISP ISP ISP ISP ISP

*DEEPS MPG MPG MPG MPG MPG MPG

MPR0553 082 022 081 041 08 0

MPR0043 082 022 571 031 04 -

MPR0023 082 022 071 001 0 -
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Ace Form #  GE-1600
Revised 5/2000

* Items included in pump repair kit.
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#.FER REBMUNTRAP #PDE NOITPIRCSED .QER
1 35-CAB 01114 TPN"8/1,gulpepiP 3
1 02114 02114 )lanoitpo(leetssselniats,TPN"8/1,gulpepiP 3
2 61-LACA 07103 noritsac,noitatoresiwkcolc,"2x"2/12,etuloV 1
3 0061-03-LACA 16503 daerhtdnahthgirFNU"1,noritsac,rellepmI 1
4* 09927 09927 dnerellepmi,eveelstfahs,gniR"O" 1
5 SS-7-LACA 81003 leetssselniats,eveelstfahsenignE 1
6* 06814 06814 dneenigne,eveelstfahs,gniR"O" 1
7* 052.1-12EPYT 56203 notiV,tfahs"052.1roflaeslacinahcem12epyT,laeS 1
8 4-LACA 90003 refmahchtiwetulov41-LACArofteksaggniR"O" 1
8* 0009 03113 laesetulov,eloh8,teksaG 1
9 341-LACA 54003 tekcarB 1
01 03904 03904 )lanoitpo(leetssselniats,"4/3xCN"8/3,wercspaC 4
01 05904 05904 daehxeH"4/3xCN"8/3,wercspaC 4
11 12224 12224 regnilS 1
21 26-PS 55224 "1xFN"61/5,wercspaC 4
A21 44-EG 00224 )nwohstoN("61/5,rehsawkcoL 4

# 37024 37024 draugnaVnottartS&sggirBPH61,enignesaG 1
# 0061/008-EG-KR 00016 0061-EGdna008-EGroftikriapeR #


